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2-fiber 8-wire wide-temperature switch

Overview

BL168G is an industrial Ethernet switch with 8 Gigabit ports (10/100/1000 Mbps) and
2 Gigabit fiber ports (1000Base-X). Designed for harsh environments, it operates from
-40°C to +75°C, featuring an IP40-rated enclosure, LED indicators, and DIN rail
mounting. Engineered for mission-critical reliability, it features 8 Gigabit RJ45 ports to
accommodate extensive device connectivity, alongside 2 fiber ports for. The Cisco
IE3500 Rugged Series switches deliver high bandwidth, higher power and feature rich
switching performance in a rugged and modular form factor. The Cisco IE3500
Rugged Series are designed with features that enable the industrial network
infrastructure to seamlessly accommodate machine. The Cisco Catalyst ® IE3300
Rugged Series ushers in mainstream adoption of Gigabit Ethernet connectivity in a
compact, form-factor, modular switch that is purpose-built for a wide variety of
extended enterprise and industrial applications. They are robust, impact-resistant
and temperature-resistant. All products fulfil the highest requirements for reliable and
flexible industrial Ethernet communication. With plug-and-play functionality and.
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Article Content
8-Port Managed Industrial Gigabit Ethernet Switch | Eaton

Expand your Gigabit Ethernet network into harsh environments, such as mines and
construction sites, with this 8-port Lite Managed PoE switch with IP30 casing.
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8 Port Industrial Gigabit Switch, DIN-Rail Network

keepLiNK 8-port Gigabit Industrial Ethernet Switch can be hung on rails for easy
loading and unloading. Suitable for extreme temperature: keepLiNK 8 port

WebProcure

WebProcure offers best-in-class functionality, reaching end-to-end from requester to
procurement buyer to merchant, and all the way back! Designed specifically for the
public sector.

8-Port Managed Industrial Gigabit Ethernet Switch, PoE+, DIN

Managed 8-port Layer 2 PoE+ switch expands your Gigabit network in industrial
environments, including security, utility and water/wastewater applications.

8-Port Managed Industrial Gigabit Ethernet Switch, SFP, DIN | Eaton

Fully managed 8-port switch with dual SFP slots expands your Gigabit Ethernet
network in harsh environments, including construction sites and factories.

Industrial 8 Ports Managed PoE Fiber Switch Gigabit Web ...

Overview This is a managed industrial network switch with 8 ports 10/100/1000Base-
TX RJ45 and 2 ports 100/1000Base-X SFP. The Switch provides 8 port PoE+ function
for kinds of Powered Devices

8 RJ45 and 2 SFP Gigabit Industrial Fiber Switch

Capable of operating in extreme temperatures from -40 to 85°C, this hardened switch
can be deployed in virtually any challenging environment. Its flexible mounting
options—both DIN rail and

Cisco Catalyst IE3300 Rugged Series Data Sheet

The Cisco Catalyst® IE3300 Rugged Series ushers in mainstream adoption of Gigabit
Ethernet connectivity in a compact, form-factor, modular switch that is

Industrial Ethernet Switches - Simple and effective
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Our Ethernet switches are designed for use in industrial environments. They are
robust, impact-resistant and temperature-resistant. All products fulfil the highest

HSP C2 Series: 8-Port POE+ L2 Industrial Switch | IO by HFCL

HSP-10-8GE2S-I12PDH is a rugged 8 Port PoE+ L2 Industrial Switch from 10 by HFCL
with 24 Gbps switching & DIN rail mount for harsh environments.

Altronix Products

Altronix NetWaySP8WPN PoE+ Outdoor Hardened Switch provides two (2) 1Gb SFP
(Fiber) ports and eight (8) PoE+ (30W) or two (2) 60W ports (external 48-55V UL
Listed ITE power supply required),

8-Port Industrial Fast Ethernet PoE+ DIN-Rail Switch

The Industrial Fast Ethernet POE+ DIN-Rail Switches are each equipped with a rugged
IP30 rated metal enclosure, operating in both extremely high and low temperatures.
These industrial unmanaged

2 Optical 8 Electrical Gigabit Industrial Ethernet Switch

BL168G is an industrial Ethernet switch with 8 Gigabit ports (10/100/1000 Mbps) and
2 Gigabit fiber ports (1000Base-X). Designed for harsh environments, it operates from
-40°C to +75°C, featuring an IP40

Hirschmann 943958231 SPIDER II 8TX/2FX-SM EEC

Hirschmann 943958231 SPIDER Il 8TX/2FX-SM EEC Unmanaged Industrial ETHERNET
Rail Switch with store and forward switching. Includes 8 RJ45

IES3208P 1000M PoE Industrial Ethernet Switch 8 ports

By combining 8 Gigabit POE+ ports with 2 fiber uplinks, it enables the seamless
deployment of high-bandwidth devices—such as IP surveillance cameras,

8-port Gigabit Industrial Ethernet Switch With 2 SFP Slots

8-port Gigabit Industrial Ethernet Switch With 2 SFP Slots, provides non-blocking wire-
speed performance in harsh industrial environment. It also provides 8-port
10/100/1000BASE-TX RJ45 +2

8-Port Industrial Network Switch, Gigabit, Unmanaged,

Unmanaged 8-port Gigabit Ethernet PoE switch with SFP slots expands connectivity in
harsh environments, including factories, warehouses and construction sites.

IES3208 1000M 2GX8GE Industrial Ethernet Switch

Engineered for mission-critical reliability, it features 8 Gigabit RJ45 ports to
accommodate extensive device connectivity, alongside 2 fiber ports for long

8-Port Managed Industrial Gigabit Ethernet Switch, DIN Mount
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Managed 8-port Layer 2 switch with 4 SFP slots expands your Gigabit network in
industrial environments, including mines, military bases and oil/gas sites.

Unmanaged 8-port Ethernet Fibre Switch

Explore this Westermo unmanaged 8-port industrial switch (6x10/100TX, 2x100FX SM
SC, 30 km). IP31, DIN-rail, redundant power. View full specs.

Industrial 8 Ports Gigabit Ethernet Switch Fiber Switch ...

Overview This is an unmanaged industrial network switch with 8 ports
10/100/1000Base-TX RJ45 and 2 ports 100/1000Base-X SFP. The 100/1000Base-X SFP
supports 1 or 2 core Single-mode or Multi

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://dknconsulting.co.za

Email: info@dknconsulting.co.za

Phone: +31 6 2948 7351

Address: Herengracht 123, 1015 BT Amsterdam, Netherlands

This document is for informational purposes only. Specifications subject to
change without notice.
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